Carbon dioxide removal processes by alkanolamines in aqueous organic solvents

Hamborg, Espen Steinseth

IMPORTANT NOTE: You are advised to consult the publisher's version (publisher's PDF) if you wish to cite from it. Please check the document version below.

Document Version
Publisher's PDF, also known as Version of record

Publication date:
2011

Link to publication in University of Groningen/UMCG research database

Citation for published version (APA):

Copyright
Other than for strictly personal use, it is not permitted to download or to forward/distribute the text or part of it without the consent of the author(s) and/or copyright holder(s), unless the work is under an open content license (like Creative Commons).

The publication may also be distributed here under the terms of Article 25fa of the Dutch Copyright Act, indicated by the "Taverne" license. More information can be found on the University of Groningen website: https://www.rug.nl/library/open-access/self-archiving-pure/taverne-amendment.

Take-down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.

Downloaded from the University of Groningen/UMCG research database (Pure): http://www.rug.nl/research/portal. For technical reasons the number of authors shown on this cover page is limited to 10 maximum.
Bibliography


[169] A. J. Eastea1 and L. A. Woolf. \( (p,V_m, T, x) \) measurements for \( (1-x)\text{H}_2\text{O} + x\text{CH}_3\text{OH} \) in the range 278 to 323 K and 0.1 to 280 MPa I. Experimental results, isothermal compressibilities, thermal expansivities, and partial molar volumes. Journal of Chemical Thermodynamics, 17:49–62, 1985.


[178] M. J. W. Frank, J. A. M Kuipers, and W. P. M. van Swaaij. Diffusion Coefficients and Viscosities of \( \text{CO}_2 + \text{H}_2\text{O}, \text{CO}_2 + \text{CH}_3\text{OH}, \text{NH}_3 + \text{H}_2\text{O}, \text{and NH}_3 + \text{CH}_3\text{OH} \) Liquid Mixtures. Journal of Chemical & Engineering Data, 41:297–302, 1996.


