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ABSTRACT: We report a novel mechanism for the electrical injection and detection of out-of-plane spin accumulation via the
anomalous spin Hall e�ect (ASHE), where the direction of the spin accumulation can be controlled by manipulating the
magnetization of the ferromagnet. This mechanism is distinct from the spin Hall e�ect (SHE), where the spin accumulation is
created along a �xed direction parallel to an interface. We demonstrate this unique property of the ASHE in nanowires made of
permalloy (Py) to inject and detect out-of-plane spin accumulation in a magnetic insulator, yttrium iron garnet (YIG). We show
that the e�ciency for the injection/detection of out-of-plane spins can be up to 50% of that of in-plane spins. We further report
the possibility to detect spin currents parallel to the Py/YIG interface for spins fully oriented in the out-of-plane direction,
resulting in a sign reversal of the nonlocal magnon spin signal. The new mechanisms that we have demonstrated are highly
relevant for spin torque devices and applications.
KEYWORDS: Anomalous spin Hall e�ect, permalloy, yttrium iron garnet, out-of-plane spins, transverse spin current,
electrical spin injection and detection, magnon spintronics, spin torque devices

Electrical injection and detection of spin currents play an
essential role for the technological implementation of

spintronics. The conventional way of electrical spin injection is
by driving a spin-polarized current from a ferromagnet into a
normal metal.1 This method, however, is limited in the
scalability and direction of the injected spin current, which is
parallel to the charge current and has motivated the study of
alternative methods based on the spin Hall e�ect (SHE)
present in heavy nonmagnetic metals.2,3 The SHE generates a
spin current perpendicular to a charge current, which is
particularly signi�cant for spin torque applications4�8 and for
spin injection into magnetic insulators.9�11

However, the spin direction of the spin accumulation
generated via the SHE is �xed, parallel to the interface,
depending only on the direction of the charge current through
the heavy nonmagnetic metal [Figure 1a]. Alternatively, the
anomalous Hall e�ect12 in ferromagnetic metals can be used as
a tunable source of transverse spin current, as has been
theoretically predicted13�15 and recently demonstrated exper-
imentally.16�19 We call this phenomenon the anomalous spin
Hall e�ect (ASHE), which generates a spin accumulation

oriented parallel to the ferromagnet’s magnetization [Figure
1b�d]. In principle, the ASHE provides a novel way of
electrically injecting and detecting a spin accumulation with
out-of-plane components, which can be controlled by
manipulating the ferromagnet’s magnetization.

Here, we experimentally demonstrate the versatility of the
ASHE for electrically injecting and detecting spin accumu-
lation oriented in arbitrary directions, parallel to the
ferromagnet’s magnetization, in a proof-of-concept device
geometry. We utilize the ASHE in a nanowire made of a
ferromagnetic metal, permalloy (Ni80Fe20, Py), to inject a
magnon spin accumulation in a magnetic insulator, yttrium
iron garnet (Y3Fe5O12, YIG). The injected magnon spins are
electrically detected at a second Py nanowire. This nonlocal
geometry, shown in Figure 2a, and the insulating property of
the YIG �lm ensure that we exclusively address spin-dependent
e�ects, free from magnetoresistance due to the magnetization
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of the Py nanowire (MPy). Moreover, the YIG �lm serves as a
selector of the spin components from the Py injector because
only the spin component parallel to the YIG magnetization
(MYIG) will result in the generation of magnon spin
accumulation in the YIG �lm.9 We apply an external magnetic
�eld (B) at di�erent out-of-plane angles for the distinct
manipulation of the magnetizations MPy and MYIG. Therefore,
we control both the direction of the injected and detected spin
accumulation generated by the ASHE (parallel to MPy) and the
e�ciency of the magnon injection and detection process (via
the projection of MPy on MYIG). Furthermore, we detect a �nite
nonlocal signal with a negative sign when both MPy and MYIG
are oriented fully perpendicular to the sample (xy) plane. We
attribute this to a second mechanism of generation and
detection of horizontal spin currents, parallel to the Py/YIG
interface. The e�ciency of this injection/detection mechanism
is maximum when the spins are fully oriented in the out-of-
plane direction. Besides its possible use for magnon transistor
and magnon-based logic operations,20�22 this model system is
also highly relevant for spin torque applications.4�8

The devices were patterned using electron beam lithography
on a 210 nm thick YIG �lm, grown on a GGG (Gd3Ga5O12)
substrate by liquid-phase epitaxy. A scanning electron micro-
scope (SEM) image of a representative device is shown in
Figure 2b. The devices consist of two Py nanowires (left and
middle) and one Pt nanowire (right) with thicknesses of 9 nm
(Py) and 7 nm (Pt), respectively. The Py and the Pt nanowires
were deposited by dc sputtering in Ar+ plasma. Electron beam

evaporation was used to deposit the Ti/Au leads and bonding
pads following the �nal lithography step (see Supporting
Information Section 4 for additional details on device
fabrication). The middle Py nanowire is used as the spin
injector, while the outer Py and Pt nanowires are used as
detectors. The width of the middle Py injector is 200 nm and
that of the outer Py and Pt detectors is 400 nm. The edge-to-
edge distance between the injector and the detectors is 500
nm. The electrical connections are also depicted in Figure 2b.
An alternating current (I) with an rms amplitude of 310 �A
and frequency of 5.5 Hz is sourced through the middle Py
injector. The nonlocal voltages across the left Py detector (VPy)
and the right Pt detector (VPt) are simultaneously recorded by
a phase-sensitive lock-in detection technique. The �rst
harmonic response (1f) of the nonlocal voltage corresponds
to the linear-regime electrical spin injection and detection via
the (A)SHE and their reciprocal processes. The second
harmonic (2f) response, driven by Joule heating at the injector
and proportional to I2, corresponds to the thermally generated
magnons near the injector via the spin Seebeck e�ect (SSE)9,23

which travel to the detector. At the Py detector, a lateral
temperature gradient along the x-axis also contributes to an
electrical signal via the anomalous Nernst e�ect (ANE).24,25

The nonlocal voltage [V1(2)f] measured across the detectors
has been normalized by the injection current (I) for the �rst
harmonic response (RNL

1f = V1f/I) and by I2 for the second
harmonic response (RNL

2f = V2f/I2). The experiments have been
conducted in a low vacuum atmosphere at 293 K.

To explore the injection/detection of out-of-plane spins, we
performed magnetic �eld (B) sweeps within the xz-plane at
di�erent angles � with respect to the x-axis [see Figure 2a].
The �rst harmonic responses (RNL

1f ) measured by the Py and
the Pt detectors are plotted as a function of B in Figure 2c,d,
respectively. RNL

1f comprises of magnon spin injection and
detection due to two di�erent mechanisms: (i) SHE
(independent of MPy) and (ii) ASHE (maximum contribution
when MPy is perpendicular to I).16 The SHE results in a
constant spin accumulation oriented along the x-axis at the
bottom interface of the injector, which leads to a maximum
magnon spin injection when MYIG is also oriented parallel to
the x-axis. Because the YIG �lm has a small in-plane coercivity
of less than 1 mT, MYIG will be oriented along the x-axis at low
magnetic �elds. This gives rise to a signal of 0.35 m� at the Py
detector [Figure 2c] and 1.30 m� at the Pt detector [Figure
2d] for B � 0. At such low �elds, MPy is oriented along the Py
nanowire (y-axis) due to shape anisotropy, thus only the SHE
contributes to the magnon injection and detection processes.
The ASHE starts to contribute when MPy has a component
oriented perpendicular to I, and becomes maximum when MPy
is parallel to the x-axis [see Figure 1b]. Therefore, the
maximum nonlocal signal is attained for � = 0° when B > 50
mT, corresponding to MPy oriented along the x-axis.16

As the angle � is increased, the z-components of MPy (MPy
z )

and MYIG (MYIG
z ) increase, while the x-components (MPy

x and
MYIG

x ) decrease. The schematic shown in Figure 1c depicts the
case when MPy is oriented at an angle � with respect to the
positive x-axis, such that 0° < � < 90°. The contribution of the
out-of-plane spin component to the spin accumulation at the
bottom interface is given by sin � cos � and reaches a
maximum of 50% when � = 45°, compared to that of the in-
plane spin component (given by cos2 �) when � = 0°. When
MPy is oriented fully perpendicular to the bottom interface
[Figure 1d], spin accumulation with only out-of-plane

Figure 1. Schematic illustration of (a) the spin Hall e�ect (SHE) in a
metal with high spin�orbit coupling, and (b�d) the anomalous spin
Hall e�ect (ASHE) in a ferromagnetic metal for three di�erent
orientations of the ferromagnet’s magnetization (M) and a �xed
charge current (I). The magnitude and the direction of the spin
current generated due to the ASHE is given by M × I, with the spin
accumulation direction parallel to M. Spin accumulation with both in-
plane and out-of-plane components is generated at the bottom
interface when M tilts out of the plane, as shown in (c). The
contribution of the out-of-plane component of the spin accumulation
at the bottom interface is given by sin � cos � and reaches a maximum
of 50% when � = 45°, compared to the contribution of the in-plane
spin component at the bottom interface when � = 0°. Spin
accumulation exclusively oriented perpendicular to the top/bottom
interface is achieved at the edges when M is oriented completely in
the out-of-plane direction, as shown in (d). The dashed arrows
indicate the directions of the spin current.
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components are created at the left and right edges of the Py
nanowire. In this case, the spin injection and detection
e�ciency through the bottom interface is expected to be zero.

However, when B is applied almost perpendicular to the
plane of the sample (� = 89°) the �rst harmonic response RNL

1f

measured by the Py detector changes sign and becomes
negative. This result cannot be explained within the standard
framework of (SHE driven) transport dominated by in-plane
spins, where a vanishing signal is expected.9�11 We therefore
argue that such a negative signal can only be understood by the
injection/detection mechanism of spin currents parallel to the
x-axis via the ASHE, the e�ciency of which is maximized for
spins oriented fully along the z-axis [see Figure 1d]. This is
consistent with RNL

1f measured by the Pt detector, which is zero,
as expected from the lack of the ASHE detection in the Pt
nanowire. Furthermore, we have unambiguously established
the linearity (see Supporting Information Section 7 on the
absence of any third harmonic response) and the reciprocity
(see Supporting Information Section 8 for measurements using
a Pt injector and a Py detector) of the nonlocal signal. Thus, a
spin accumulation with an exclusively out-of-plane component
can only be injected and detected via the ASHE and in our
sample geometry results in a distinct negative polarity of the
nonlocal signal.

Further understanding is achieved by studying the second
harmonic response measured by the Py and Pt detectors,

shown in Figure 3a,b, respectively. The temperature gradient
generated due to Joule heating at the injector drives the spin
Seebeck e�ect (SSE), and the generated magnons are detected
by the Pt nanowire via the inverse spin Hall e�ect (ISHE) and
by the Py detector as a combination of the ISHE and the
inverse ASHE. In addition to these spin detection processes, at
the Py detector the ANE also contributes to RNL

2f . Starting with
the case � = 0°, when MPy is oriented along the x-axis, only the
SSE contributes to RNL

2f measured by the Py detector with a
negligible ANE contribution due to the small temperature
gradient along the z-axis within the Py detector. However,
when � � 0° and the z-component of MPy increases, the ANE
starts to dominate and is maximized for � = 90°, whereas the
contribution due to the SSE goes down as the x-component of
MYIG decreases. We therefore consider ANE �MPy

z and SSE
�MYIG

x and employ the Stoner�Wohlfarth model26 to extract
from RNL

2f the magnetization behavior of the Py nanowire and
the YIG �lm (see Supporting Information Section 1). From
these second harmonic measurements, we conclude the
absence of any signi�cant interfacial exchange interaction,
which if present would lead to e�ective exchange �elds below 1
mT (see Supporting Information Section 5), in agreement with
our previous experimental results.16 The extracted MPy

z and
MYIG

z are plotted as a function of B for di�erent angles � in
Figure 3c,d, respectively. The di�erent mechanisms contribu-

Figure 2. (a) Schematic illustration of the experimental geometry. The ASHE and its reciprocal e�ect in Py are used to inject and detect magnons
in the YIG �lm. An external magnetic �eld (B) is applied in the xz-plane at an angle � with respect to the x-axis to manipulate the magnetizations
of Py (MPy) and YIG (MYIG). (b) SEM image of a representative device illustrating the electrical connections. An alternating current (I) is sourced
through the injector (middle Py nanowire). The corresponding nonlocal voltages across the left Py detector (VPy) and the right Pt detector (VPt)
are measured simultaneously. (c,d) The �rst harmonic response of the nonlocal resistance (RNL

1f ) is plotted as a function of B applied at di�erent
angles (�, measured by the Py detector (c) and the Pt detector (d). Symbols represent experimental data, while solid black lines are modeled
curves following eq 1 and eq 2 for the Py and the Pt detectors, respectively.
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